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3 JPRO® DLA+ Adapter Family 

JPRO® DLA+ Adapter Family 

Noregon Systems Inc. retains all ownership to the JPRO® DLA+ Adapter Family (JPRO® 
DLA+, JPRO® DLA+ PLC and JPRO® DLA+ Wireless) and its documentation.  The JPRO® 
DLA+ Adapter Family (JPRO® DLA+, JPRO® DLA+ PLC and JPRO® DLA+ Wireless) source 
code is a confidential trade secret of Noregon Systems, Inc.  You may not decode or 
de-compile the JPRO® DLA+ Adapter Family (JPRO® DLA+, JPRO® DLA+ PLC and JPRO® 
DLA+ Wireless) software, develop source code for the JPRO® DLA+ Adapter Family 
(JPRO® DLA+, JPRO® DLA+ PLC and JPRO® DLA+ Wireless), or knowingly allow others to 
do so.  The JPRO® DLA+ Adapter Family (JPRO® DLA+, JPRO® DLA+ PLC and JPRO® DLA+ 
Wireless) and its documentation may not be sublicensed or transferred without the 
prior written consent of Noregon Systems, Inc. 

This publication, as well as the software it describes, is furnished under license and 
may only be used or copied in accordance with the terms of such license.  The content 
of this manual is provided for informational use only, is subject to change without 
notice, and should not be construed as a commitment by Noregon Systems, Inc.  
Noregon Systems, Inc. assumes no responsibility or liability for any errors or 
inaccuracies that may appear in this manual. 

Without the prior written permission of Noregon Systems, Inc., except as permitted by 
such license, no portion of this documentation may be reproduced, or transmitted, in 
any form or by any means, electronically, mechanically, or otherwise, 

JPRO® is a registered trademark of Noregon Systems, Inc. 

2010 Noregon Systems, Inc. All Rights Reserved.  All other marks, trademarks or 
registered trademarks of the respective holders.  Pictures, figures and tables are for 
illustration purposes only.  Product specifications are subject to change without 
notification. 

The JPRO® DLA+ Wireless adapter is compliant with Part 15 of the FCC Rules.  The 
device contains an RF transmitter (ID 3867A MTCHDRCT).  THE FCC ID is R68 
MTCHDRCT.  

www.noregon.com 

www.JPROFleetProducts.com 

  

http://www.noregon.com/
http://www.jprofleetproducts.com/


 
4 Wtwhϯ 5[!Ҍ !ŘŀǇǘŜǊ CŀƳƛƭȅ ¦ǎŜǊΩǎ aŀƴǳŀƭ 

Table of Contents  

 

JPRO® DLA+ Adapter Family ........................................................................ 3 

Table of Contents........................................................................................ 4 

Introduction ............................................................................................... 6 

The JPRO® DLA+ Adapter Family .................................................................... 6 

JPRO® Interface Adapter Kits ......................................................................... 7 

LED Indicators ................................................................................................ 8 

Product Specifications and System Requirements ...................................... 10 

Supply Voltage ............................................................................................. 11 

Temperature ................................................................................................ 12 

Electromagnetic Compatibility ..................................................................... 12 

Transient Protections ................................................................................... 12 

Electro-Static Discharge Protection ............................................................. 12 

Installation ............................................................................................... 13 

Driver Installation ........................................................................................ 13 

Found New Hardware Wizard .................................................................. 19 

JPRO® DLA+ Wireless Configuration ............................................................ 25 

Configuring the JPRO® DLA+ Wireless Adapter ........................................ 26 

Configuring your PC to use the JPRO® DLA+ Wireless Adapter ................. 32 

Establishing the Connection Between your PC and the Adapter .............. 66 

Updating Adapter Firmware ........................................................................ 69 

Setting Up Diagnostic PC Applications ....................................................... 73 



 
5 Table of Contents 

List of Diagnostic PC Applications ................................................................ 74 

To test the connection to Vehicle: ............................................................... 82 

J1708 Test Application ............................................................................. 82 

J1939 Test Application ............................................................................. 82 

Frequently Asked Questions and Troubleshooting ..................................... 83 

Technical Support ..................................................................................... 85 

 

  



 
6 Wtwhϯ 5[!Ҍ !ŘŀǇǘŜǊ CŀƳƛƭȅ ¦ǎŜǊΩǎ aŀƴǳŀƭ 

Introduction  

The JPRO® DLA+ Adapter Family 

The JPRO® DLA+ Adapter Family (JPRO® DLA+, JPRO® DLA+ PLC & JPRO® DLA+ 
Wireless Adapters) are diagnostic devices that communicate with vehicle data 
for display on a PC-based diagnostic software application.                                   

 

 
DLA+ 

 
DLA+ PLC 

 
DLA+ Wireless 

J1708 X X X 
Dual 
CAN/J1939 

X X X 

CAN 500 
(Channel 2) 

X X X 

J2497 / 
PLC4Trucks 

 X  

USB 
Connectivity 

X X X 

Wireless 
Connectivity 
(802.11 b/g) 

  X 

Firmware 
updates 
(via USB) 

X X X 

Power 
(from Vehicle) 

X X X 

Power  
(from USB) 

  X 
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JPRO® Interface Adapter Kit s 

Each adapter kit includes the following items: 
                          

 

    
 DLA+ Kit DLA+ PLC 

Trailer Brake 
Kit 

DLA+ PLC 
Kit 

DLA+ Wireless 
Kit 

Part 
Number 12206 12204 12211 12208 

JPRO® 
Adapter DLA+ DLA+ PLC DLA+ PLC DLA+ Wireless 

6 and 9-
tƛƴ ά5ǳŀƭ 
/!bέ  

Y-Cable 

X X X X 

USB Cable X X X X 
Quick 
Start 
Guide 

X X X X 

¦ǎŜǊΩǎ 
Manual X X X X 

Installation 
CD X X X X 

PLC J560 
cable with 
"T" 
connector 

 X   

Ruggedized 
carrying 
case 

X X X X 

NOTE:  Instructional materials are also found on the installation CD or on the 
άSupportέ and άDownloadsέ sections of the www.JPROFleetProducts.com 
website.  

http://www.jprofleetproducts.com/
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LED Indicators  

JPRO® DLA+ Adapter Family of products will support different LED indicators.  
The following table defines the LEDs and meaning per adapter: 
 

JPRO® Adapter  

Green 
LED 

(Power) 

Red 
LED 

(Data) 

Red LED 

(ABS 
LAMP) 

Red 
LED 

(Wireless) 

 

DLA+ 

X X N/A N/A 

 

DLA+ PLC 

X X X N/A 

 

DLA+ Wireless 

X X N/A X 
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POWER (green) LED:  

1. Off when no power is applied. 

2. Illuminates green when vehicle is the single power source. 
 

DATA (red) LED:  

1. Flashes steady red when the device detects traffic regardless of 

protocol.  

2. Flashes red once per second to indicate USB is the single power source 

and no other activity on the device is present (DLA+ Wireless only). 
 

ABS Lamp (red) LED:  

1. In Connected mode, the device acts exactly like the tractor ABS light 

and will follow the SAE J2497 standard. 

2. In Standalone mode, the device only listens on the PLC link and 
emulates a tractor.   

a. The device will blink ǘƘŜ ά5!¢!έ [95 ŦƻǊ ŀƴȅ ǘǊŀŦŦƛŎ ƻƴ ǘƘŜ t[/ 
ƭƛƴƪ ŀƴŘ ǘƘŜ ά!.{ [ŀƳǇέ [95 ǿƛƭƭ ƭƛƎƘǘ ƛƴ ŀŎŎƻǊŘŀƴŎŜ ǿƛǘƘ 
J2497.    

b. This allows a technician to ensure that the trailer ABS is 
transmitting PLC messages, and to determine if there is a fault 
that would cause the tractor ABS lamp to light.  

 

WIRELESS (red) LED:  

1. Indicates wireless network (802.11) communication.  
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Product Specifications and System Requirements  
 

 
DLA+ 

 
DLA+ PLC 

 
DLA+ Wireless 

32-Bit Operating System Requirements 
 Windows 2000 
(current service pack) X X X 

Windows XP (current 
service pack) X X X 

Windows Vista 
Business (current 
service pack) 

X X X 

Windows 7 Pro 
(current service pack) X X X 

32-bit Minimum PC Requirements 
Pentium IV or faster X X X 
1 GB RAM X X X 
100 MB free hard 
disk space X X X 

1 free USB 2.0 port X X X 
Wireless PC card 
required   X 
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Product Specifications and System Requirements 

Supply Voltage 

The following table specifies the voltage range required by the JPRO® DLA+ 
Adapters. 
 

Vehicle Input Voltage 
Range 

9-36 VDC 

  -- Nominal Voltage 13.5 VDC 

  -- Low Voltage 9 VDC 

USB Voltage Range 5.0 VDC 

High Voltage 36VDC 
18 VDC for 1 hour 

24 VDC for 5 minutes 

Current Consumption 

Vehicle Power: No more than 500 mA 
at 9 VDC 

USB Power (Wireless): No more than 
500mA 
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Temperature  

The JPRO® DLA+ adapters shall operate over the following temperatures and 
meet all of its functional and performance specifications. 
 

Storage Range -40̄  to 176̄  F (-40̄  to 80̄  C) 

Operating Range 0  ̄to 149̄  F (-18̄  to 65̄  C) 

 

Electromagnetic Compatibility  

The JPRO® DLA+ Wireless Adapters comply with FCC Part 15 technical 
standards with regard to electromagnetic radiation. 

Transient Protections  

The JPRO® DLA+ Wireless Adapters are designed to meet SAEJ1455 
requirements for 12-volt systems.  

Electro -Static Discharge Protection  

The JPRO® DLA+ Wireless Adapters are designed to meet SAEJ1455 for 12-volt 
systems. 

 

NOTE:  Check the www.JPROFleetProducts.com website for the very latest 
product specifications and system requirements. 

  

http://www.jprofleetproducts.com/
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Installation 

Installation  

NOTE: The install program requires that the PC user has administration 
privileges. 

Insert the JPRO® DLA+ Driver CD or the JPRO® Fleet Service Software Bundle 
CD into your CD or DVD drive or download the latest adapter drivers from 
www.JPROFleetProducts.com. 

NOTE: Driver installation screens may differ slightly from those shown below 
depending on the adapter driver being installed. 

If using the supplied CD, the installation program will begin automatically. Click 
the Install Adapter Drivers button to begin. 

If using drivers downloaded from the website, begin the installation process by 
running the downloaded file. 

Driver Installation  

NOTE:  The latest drivers are available from www.JPROFleetProducts.com.  
Periodically check for updates. 

1. If the install program does not start automatically, start the program 

by running Setup.exe 

  

http://www.jprofleetproducts.com/
http://www.jprofleetproducts.com/
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2. Click the Next button. 

 

Figure 1 
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Installation 

3. Click the check box to accept the License Agreement and click the Next 

button. 

 

Figure 2 
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4. Click the Next button. 

 

Figure 3 

5. Click the Install button. 

 

Figure 4 
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Installation 

6. The installation procedure will continue. 

 

Figure 5 
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7. Click the checkbox for the View the readme.txt  and then click the 

Finish button. 

 

Figure 6 
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Installation 

Found New Hardware Wizard  

NOTE: If the Found New Hardware Wizard fails to start, be sure that the USB 
cable is pusheŘ ŎƻƳǇƭŜǘŜƭȅ ƛƴǘƻ ǘƘŜ ŀŘŀǇǘŜǊΩǎ ¦{. ǇƻǊǘΦ 

NOTE: The Found New Hardware Wizard is not used if the installation is 
being performed in Windows Vista or Windows 7. 

NOTE: Adapter is powered by the vehicle (DLA+ and DLA+PLC only). 

1. Close all other running applications. 

2. Connect the diagnostic cable to the Vehicle port on the adapter. 

 
3. Attach the opposite end of the diagnostic cable connector to the 

diagnostic port on the vehicle. 

 

4. Plug the USB cable into the USB port on the PC. 
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5. Connect the other end of the USB cable to the port labeled Computer 

on the adapter.  

 

       Windows displays the Found New Hardware Wizard. 

      NOTE:  

¶ Windows XP and 2000 users: 

The Found New Hardware Wizard will run automatically. 

     If the Found New Hardware Wizard does not appear, then go to 

Start >> Control Panel >> Add Hardware 

¶ Windows Vista and Windows 7 users: 

The Found New Hardware Wizard will not appear  
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Installation 

6. If asked to connect to Windows Update, select No, not this time and 

click the Next button. 

 
Figure 7 
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7. Select Install the software automatically and click the Next button 

and Windows will install the driver.  

 
Figure 8 

  


